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WATER & SEWER NOTES:

1. ALL ATER AND SANTARY SEWER LINES SHALL HAVE A MNMUM OF 30 FEET
2 MAINTAN A MINMUM OF 18" CLEARANCE FROM QUTSIDE OF PIPE TO OUTSIDE
OF PIPE AT ALL WATER, SANITARY SEWER AND STORM DRAIN CROSSINGS.
WHERE THIS CLEARANCE CANNOT BE ACHIEVED, CONCRETE PIERS SHALL BE
UTLIZED IN ACCORDANCE WITH THE STANDARDS OF THE WESTERN VIRGINIA

 WATER AUTHORITY

3. SAMTARY SEWER MAW PIPE MATERIAL SHALL BE PVC, SDR-35, EXCEPT
" WHERE NOTED, OR APPROVED EQUAL

NEW WATERLINE MAIN PIPE MATERIAL SHALL BE C900 PVC DR14, UNLESS
OTHERWISE INDICATED, OR APPROVED EQUAL.

WATER VAULT SIZED FOR 4° FIRE LINE, 2-1/2" DOMESTIC LINE AND 2"
DOMESTIC METER. SEE WWWA NOTE J6, SHEET 2.

STORM DRAIN NOTES:
1. ALL NEW STORM DRAIN PIPE SHOWN ON THIS PLAN IS 15° HOPE, ADS N—12

OR APPROVED EQUAL, EXCEPT WHERE OTHER DIAMETERS AND/OR MATERIALS
ARE' INDICATED,

;s

"2 ALL VDOT STANDARD STORM DRAIN INLET AND MANHOLE STRUCTURES SHALL

INCLUDE IS—1 INLET SHAPING UNLESS INDICATED OTHERMWISE.

J. BHERE STORM DRAIN MANHOLES ARE WNDICATED AS STEP-DOUN STRUCTURES,
CONTRACTOR SHALL INSTALL 1/2" STEEL PLATE ARMORING TO BASE OF
MANHOLE, PER \VDOT DDM1.

4. AL DRAINAGE STRUCTURES DEEPER THAN 4.0 FEET SHALL HAVE STEPS (VDOT STD.
ST-1) INSTALLED. . ‘

" & SAFETY SLABS (VDOT STD. SL~1) ARE REQUIRED IN ALL DRAINAGE STRUCTURES KITH A

DEPTH OF 12.0 FEET OR GREATER. SPACING OF THE SAFETY SLABS SHOULD BE 8 T0
«Mggﬁgsggaeﬁgﬁmﬁ%g&éqg

NOTE:

ALL DIMENSIONS ARE TO FACE OF CURB, EDGE OF PAVEMENT OR BOTIOM OF
WALL, UNLESS OTHERWISE NOTED.
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