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INSTALL NEW FH ASSEMBLY
SEE DETALL W-17

THAN ONE LANE IS TO BE OPEN

REPLACE
CURBING TO BE

NO MORE THAN ONE LANE IS TO BE OPEN
CUT AT A TIME ACROSS INTERSECTIONS.
TRAFFIC MUST BE MANTAINED AT ALL
TMES DURING CONSTRUCTION.

8 GV & VAULT

——————— R/

PLUG AND CAP END OF LINE
FOR FUTURE CONNECTION

|

CURB & GUTTER
REMOVED

(JOINT TO JOIN'
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REPLACED TO MATCH EXISTING (VDOT C5-6)

NOTE

1. COMPACTION TESTS WLL BE REQUIRED EVERY 500° FOR LONGITUDINAL
UTILITY INSTALLATIONS UNDER PAVEMENT. A MINMUM OF THREE (3)
COMPACTION TESTS ARE REQUIRED

A MINMUM OF 1.0' FROM EDGE OF PAVEMENT.
OF THE VDOT

SPECIICATIONS
DETALL ON SHEET 13. PAVEMENT RESTORATION IS TO BE FLUSH
WTH THE EDGE OF THE GUTTER PAN ON STREETS WTH CURB AND GUTTER.
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